
583-31-32 Dyna Switchback Fat Cat 2:1 

2012-2014 

583-31B         Dyna Switchback Fat Cat     2012-2014     2:1 Black Back Cut Louvered Baffle 

583-31BBQ   Dyna Switchback Fat Cat      2012-2014      2:1 Black Back Cut Perforated Wrapped Baffle  

583-32B         Dyna Switchback Fat Cat     2012-2014     2:1 Chrome Back Cut Louvered Baffle 

583-32BBQ   Dyna Switchback Fat Cat      2012-2014      2:1 Chrome Back Cut Perforated Wrapped Baffle    

583-31L         Dyna Switchback Fat Cat     2012-2014     2:1 Black Slant Cut Louvered Baffle 

583-31LBQ   Dyna Switchback Fat Cat      2012-2014      2:1 Black Slant Cut Perforated Wrapped Baffle  

583-32L         Dyna Switchback Fat Cat     2012-2014     2:1 Chrome Slant Cut Louvered Baffle 

583-32LBQ   Dyna Switchback Fat Cat      2012-2014      2:1 Chrome Slant Cut Perforated Wrapped Baffle    

583-31T         Dyna Switchback Fat Cat     2012-2014     2:1 Black Straight Cut Louvered Baffle 

583-31TBQ   Dyna Switchback Fat Cat      2012-2014      2:1 Black Straight Cut Perforated Wrapped Baffle  

583-32T         Dyna Switchback Fat Cat     2012-2014     2:1 Chrome Straight Cut Louvered Baffle 

583-32TBQ   Dyna Switchback Fat Cat      2012-2014      2:1 Chrome Straight Cut Perforated Wrapped Baffle    

 

2-5/16x 1 ¾ SOC Bolt 

 

2-5/16 Lock Washer 

2-5/16 Flat Washer 

 

2- 3/8 Flange Nut 

 

1-3/4 OD 5/16 ID ½ Thick 



 

2-FloorBoard Spacer 

 

 

 

 

2- Exhaust Gaskets 

 

 

 

 

 

1- Bracket 

 

  

 

 

 



D&D Performance Enterprises 

2923 Edith lane 

Ft.Worth, Texas 76117 

Phone 817-834-8961 

Fax 817-831-4260 

 

       2012-2014 Dyna Switchback FatCat 2-1 

                           583-31/32 

1. Remove side cover. 
2. Remove main power fuse. 
3. Remove right side floor board. 
4. Remove factory exhaust system (Retain stock O2 sensors). 
5. Remove factory exhaust hanger. 
6. Open package and visually inspect. (No warranty for 

cosmetics after system has been installed) 
7. Install new exhaust bracket. 2 bottom holes utilize stock 

hardware. Top left hole uses stock bolt and supplies 
aluminum spacer. The two left mount holes utilize the 
supplied allen head bolts and washers. Torque all 
fasteners to factory specifications. 

8. Install supplied exhaust gaskets. 



9. Install O2 sensors into the new headpipe in the location 
they were removed (Front or Rear). 

10. Loosely install the flange bolts and lower mount bolt. 
Exhaust tab should be under the factory engine bracket. 

11. Install muffler onto the header and loosely attach to 
bracket with supplied flange nuts. 

12. Check alignment of system 
13. Tighten all mount points starting at the heads and moving 

rearward, checking alignment as you go. 
14. Tighten muffler clamp to 120 in. lbs. 
15. Install floorboard utilizing the supplied spacer plates and 

factory hardware. 
16. Clean system with glass cleaner to remove any oil and 

finger prints. 
17. Install main fuse and side cover.  
18. Start motorcycle and check for leaks. 

A fuel system management system is required for use 

with this 2-1 system. 

Notice: 

D&D Performance Exhaust Systems are 

designed for close course racing 

applications only. Not for use on pollution 

controlled vehicles. 
 

                                  



 

 

 



 

 

 



 

 

 

 

 



 


